
Media 65/75 BT - 60 BS

Media 65/75 BT - 60 BS is suitable

for basic work and maintenance.

Productive, convenient and safe.

It is made to last.



Media 65/75 BT - 60 BS

A newly designed single structure with three heads

Ergonomic, easy to clean, recognisable for its design

and line, maximum visibility when working



Media 65/75 BT - 60 BS

Media 65/75 BT - 60 BS

24 V/4x6 V

Media 60 BS
CB

CDS

Media 65 BT
CB

CDS

Aut.

Media 75 BT
CB

CDS

Aut.



Media 65/75 BT - 60 BS

Its performance is at the top of its segment

thanks to reduced absorption and less stress.

Economical to run and corrosion resistant.

Newly designed washing units made in aluminium

for an even higher performance,

adjustable pressures and belt brush traction
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Media 60 BS

Newly built sweeping unit in stainless steel with suction

in the collecting bin and brush washing device when work is finished
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59 dB (A)*
 Power suction motor

encased to reduce noise

and enhance its cooling.

This means the machine may also be used

during office hours and during

industry and hospital opening hours.

Its position is even safer

and easier to reach.

* ISO3744 at 1.5 m
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Work is completely safe

Large diameter

anti-mark and antiskid

wheels

Simplified

commands, easy to

control

and the work area is

100% visible

Mechanical service

and parking brake
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Actual autonomy increases: more productivity

Easy to clean

when you

have finished

working

Tank capacity and control

of the clean water level

Installable battery dimensions
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Comfort for the worker and easy to use

Manageability and continuous adjustment

of working speed.

Excellent ergonomics and maximum visibility.
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It is possible to customise the machine to suit

work site requirements and the

type of work, controlling activity times.

Media 65/75 BT - 60 BS

Cutting edge technology

and application flexibility

CDS

Battery charger on board

Automatic version

Customisations



Media 65/75 BT - 60 BSCDS

Manual adjustment, by way of a tap and possibly even a
solenoid valve, does not allow an accurate flow rate nor does it
ensure constancy over time as the tank empties. What we get is
a lot more detergent solution used which,
depending on conditions, can vary from 30 to 50%.
And that's not considering the problems of correctly dosing the
detergent.

But we cannot really talk about extra consumption
because there is a real waste of solution, water and detergent
which are not used at all!!



Media 65/75 BT - 60 BSCDS

How should a dosing system work?

- it should allow a precise evaluation of the quantity of solution required

- it should allow the dosing of detergents of different origins and with different characteristics,

- it should allow the detergent to be replaced easily,

- it should guarantee the perfect mixing of water and detergent,

- it should guarantee the constancy of flow over time even with reduced flows and on both brushes:

e.g.: with 30 l/h we must measure a continuous flow rate of 0.5 l/min,

- if necessary it should not be possible for the user to modify it, determining

intervention times and relative cost,

- if necessary it should allow immediate variations of the flow or concentrations to tackle localised dirt

without having to go over it twice,

- in the case of a technical problem it must be possible to use the machine in the conventional way,

- its cost must allow for a quick recovery
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 New water and

detergent dispenser

providing a continuous supply

for a more deep down wash

CDS



Media 65/75 BT - 60 BS

Separate setting for the water flow rate and

detergent percentage.

Double measuring scale

for the detergent.

Immediate variation possibility.

If wanted the knobs can be removed

to avoid tampering.

CDS
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The dual channel distributor is

installed in the two-brush version to

guarantee uniform distribution of the water

even at low flow rates.

CDS
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Solenoid valve

and three-way cock

for a conventional use

of the floor scrubber-dryer.

CDS
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Multifrequency battery charger*

incorporated in the machine to

simplify recharging it

Battery charger on board

* 24 V/25 A
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The washing unit

and squeegee are both

moved by means of jacks

eliminating all hard work

for the worker

Automatic version
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All the numbers of

Media 65/75 BT - 60 BS
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All the numbers of

Media 65/75 BT - 60 BS

Length

Media 65 Bt 145 cm

Media 75 Bt 149.5 cm

Media 60 Bs 148.5 cm

106.5 cm

Squeegee width

Media 65 Bt 94.8 cm

Media 75 Bt 106.5 cm

Media 60 Bs 94.8 cm



Media 65/75 BT - 60 BS

All the numbers of

Media 65/75 BT - 60 BS

TECHNICAL DESCRIPTION  Media 65 BT Media 75 BT Media 60 BS 

Squeegee width mm 948 1065 948 
Disc brushes Ø (qty) mm 345 (2) 430 (2) - 
Cylindrical brushes Ø (qty) mm - - 110x500 (2) 
Brush rotations rpm 190 190 360 
Brush motor V / W 24/560 24/560 24/560 
Suction motor V / W 36/550 36/550 36/550 
Traction motor V / W 24/250 24/250 24/250 
Suction vacuum mbar 188 188 188 
Forward speed km/h 0÷5 0÷5 0÷5 
Maximum gradient at full load % 10 10 10 
Batteries (4) V/Ah 

C5 
6/200 6/200 6/200 

Battery weight kg 176 176 176 
Collection bin capacity l - - 7 
Detergent tank capacity 
(versions with CDS) 

l 5 5 5 

 



Media 65/75 BT - 60 BS

All the numbers of

Media 65/75 BT - 60 BS

     
   

 Working 
width mm  

Brush 
pressure Kg 

Power supply 
V/tract ion  

Solution tank l Recovery tank l Working 
capacity 

up to m
2
/ h  

Machine 
dimensions mm

L x H x W 

Weight in kg 
empty with no 

batteries 

Media 
65 BT  

660 30-50 24/aut. 85 95 3300 1450 
1065 
695 

145 

Media 
75 BT  

760 30-50 24/aut. 85 95 3800 1495 
1065 
800 

150 

Media 
60 BS 

 
6 1 0  30-50  24/aut. 8 5  9 5  3050  1485 

1065 
7 1 5  

1 4 0  
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TECHNICAL DATA 
SCRUBBING MACHINE S  

COMAC 
Media 65 BT 

NILFISK 
BA651  

TENNANT 
T5  

IPC 
CT 90 BT 70  

RCM 
682  

LAVOR 
R 66 BT 

FIORENTINI 
PINKY 26 

Acoustic level dB (A) 59 58 67 - - - 73 

Working width cm 66 66 70 70 67 66 65 

Brushes Ø (N.) mm 345 (2) 330 (2) 356 (2) - 340 (2) 330 (2) 330 (2) 

Power supply V 24 24 24 24 24 24 24 

Solution tank l 85 85 85 90 88 88 75 

Recovery tank l 95 85 102 95 92 91 75 

Working capacity up to Sq.m/h 3300 3700 2900 3150 2000 3762 3250 

Machine dimensions 
(L x H x W) 

mm 1450x1065x695 
 

1500x1050x600 1410x1120x740 1358x1025x748 1500x1000x800 1330x1170x730 1033x1070x700

Machine weight 

(without batteries) 

kg 145 170 152 98 160 153 118 

Squeegee width mm 948 890 1050 1010 960 900 890 

Brush rotations rpm 190 220 220 150 - 150 - 

Pressure on the brushes kg 30-50 32-52 18-54 - - 43.5 20 

Brush motor V / W 24/560 24/800 (2) 24/560 (2) - 24/1400 
(total power) 

1000 24/500 (2) 

Traction motor V / W 24/250 24/200 - - 24/1400 

(total power) 

300 24/200 

Forward speed type  Aut. Aut. Aut. Aut. Aut. Aut. Aut. 

Forward speed km/h 0÷5 5.6 4.3 4.5 3 5.7 5 

Maximum gradient at full load % 10 10 10 10 10 10 10 

Suction motor V / W 36/550 24/420 24/640 - 24/1400 
(total power) 

24/550 24/500 

Suction vacuum mbar 188 142 157 - - 173 220 

Batteries (N.) V/A 6/245 (4) 6/245 (4) 6/234 (4) 6/200 (4) 6/240 (4) 6/240 (4) 6/240 (4) 

Battery weight kg 176 200 124 - 140 130 104 

Total power kg 1360 1420 1200 1250 1400 1850 1700 
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Considerations

Media 65 BT is at the top of its category.

As a matter of fact, by considering the important parameters, taken from the table:

- Acoustic level

- Working width

- Tank capacity

- Dimensions

- Squeegee length

- Brush pressure

- Battery dimensions

- Total power

Media 65 Bt is in first place for the overall uniformity of the results.

The following strong points are also to be added which cannot be found in the table:

- Manageability: e.g. Lavor R66 Bt is shorter but the batteries at the top unbalance the machine

- Quick to clean when you have finished working guaranteed by the completely smooth tank and large drain

pipe

- Sturdiness and reliability: the technical solutions chosen, e.g. the suction motor positioned up high and

channelled for improved cooling, structural machine frame, see, for example, the weight of the IPC CT90)

- It is possible to customise the product and qualifying accessories

(dosing system, multifrequency battery charger, automatism)

- Actual autonomy allowed by the solutions chosen

- The value of a Comac product over time



Media 65/75 BT - 60 BS

Ownership of the information and/or documents:

All information (by which we mean all data and information with the sole exception of that of common knowledge or which COMAC has disclosed without reserve)

and all documents (drawings, photos, etc.) are the exclusive property of COMAC and their use does not determine any kind of acquisition of titles property or exploitation rights or

licences except for the limited permission of use ruled by this document.

By way of example and, therefore, not limited to, such information and/or documents can be the following:

Marketing section:

high definition digital images for the implementation of commercial catalogues on paper or web sites, company trademarks, original graphical documents from which texts are

taken  (e.g. the descriptive notes), PDF documents and original documents in .ppt format.

Professional use of the data:

It is a known fact that the information and/or documents, subject of this commitment, are and will be used by the beneficiary only when he is carrying out his professional

business and, therefore, confidentiality standards to protect the consumer are not applicable.

Confidentiality:

The Party that benefits from the information or use of documents taken from or, in any case, part of the commercial documentation, shall use them with the maximum diligence

solely for the purposes connected to the execution of the current contract with COMAC and shall:

keep such information and/or documents confidential except for those, due to their nature, which are to be disclosed ( promo-advertising material etc.);

shall not divulge any information and/or document to its suppliers, collaborators or employees beyond what is strictly necessary so that they may fulfil their tasks concerning

relations with COMAC and shall ensure that the suppliers, collaborators and employees that have access to the information and/or documents are, in turn, bound by a

confidentiality commitment to the benefit of COMAC; shall not divulge any information to third parties without the prior written consent by COMAC;copy and/or in any other way

reproduce any information or document without the prior written consent of COMAC; take all the necessary measures to protect confidentiality.

Returning Information and/or documents:

Whilst maintaining exclusive ownership at all times COMAC has the right at any time to ask, in writing or by email, that all the information and/or documents received be returned

or no longerused and within the term of thirty days from receipt of this request, all the information and/or documents must be returned,

including any copies, or destroy such information and/or documents and relative copies so as to prevent them from being recovered and  COMAC must be given a written

declaration certifying that the information and/documents have all either been returned or destroyed.

The obligation to return, destroy or no longer use is set in motion automatically when the collaboration agreement with COMAC ceases to be.

Applicable law, cancelling clauses and Court having jurisdiction:

The interpretation, integration, execution and the effects of this commitment will be governed by Italian law.

If one or more of the points of this commitment are cancelled it does not invalidate the remaining points.

All disputes will be settled exclusively by the Verona Court.

Comac Copyright


